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SECURITY OF BUILD ING 


)URING RECONSTRUCTION 


I. PURPOSE 


The purpose of this plan is to provide the highest practical degree 
of security to the building and site during the reconstruction period r.nd 
to ensure agsdnst sabotage and the surreptitious introduction of espionage 
devices. 

II. THE SECURITY PLAN 
A. General 

The program designed to accomplish this purpose provides for*. 

1. Admitfence 


All persons will be required to have the a-pproval of 
the Site Security Officer prior to gaining access to the 
security controlled area of the S.lte, In the majority of 
Cc.Ees this will be effected bv the issuance of o. ba,dge fol- 


xowed up by a. personne.. 


irogram. 




Z. Personne l Security .P ro gro-m 

Till persons to be employed on or in connection with 
the oroiect will be required to complete a short form 
Personnel .History Questionnaire (AttO-chment A) a-ftei* 
showincf or oof from the contractor or other responsible 
persons that he is to be a. legitimate employee, (Attach- 
ment B) 


Exceptions mo.y be nmc’e for other Government employee 


when their parent agency certifies 
(SECRET or above) 


; op o o c •''p 


3. .Processing 


(a) Reviev/ of Personnel History Questionnadre for 
accuracy and legibility. 


(b) Badging: 
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' one for 

tftc badge, one for record purposes. 

insitl Photograph to numbered badge 

laminate and issue to employee. . , ^ 

a„i rep® “nf^o" woS” (Attachment C) 

(c) Employees narm card (Attachmfnrrf- n\ t' t, 

*rom fnformatfon obtafned from Poreon^i^if J^r^;' QS^af re. 

Stages of processing and results to be 
. refl|cted on Employee 's Name Card. 

. 1;' ' ' iA,'dA(';:: (A ,■'•■? 

(d) Personnel Security Branch: 


Hi«orvOnLr"^°“"“^° Pnocesaing of Personnel 

’ ou“t the Site Se- 

employef or non-acceptance of the 


(^) ■^spth of Nrocessing: 


V/ill include but I10 '- T-t-T-tr ■' t -a. , 

. , , — -s-essariiy ce limited 

appropriate NAC checks. 

(e) Non-Acceptance Sesponsibiiity; ^ | . 

Is that of the contractor. Non-accept^bm 

en^oyees will be removed from the proi^^^^ 

by the contractor for reasons n^’-h<=>T. = 'c 

_uacons o.,aer tnan Security. 

(f) Terminations: 

_ phe contractor shall be responsible for ad- 
vising the Site Security Of'f’ica" o-^ ar f 

,, ^ 'w'l-icei oj. ail termina-tirsna 

and ensure the return of the Site badge. 

(g) Statistics: 

Will be kept to reflect the following: 


2 Ji 
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, (1) Number of employees, 

(2) Accepto,ri.ce s 

(3) Non-Acceptances 

(4) Termina-tions 
4. Physical Security 

(a) Fencing: 

K., The perimeter of the area shall be defined 
Ka cna:n link fence topped with a "vn 

bpbea wire extending both outward and inward ' 
building defines the perimeter) 
About two-tmrds of such a fence currently exists. 
Temporary security fencing should be erected 50 

■ to^tirnorH! the existing fence 

\ running 50 feet south of the buildin<^ then 

turning ana extending into the perimeter fence in 
east creating a securiw controlled area. (See Skete;) 

provided with sufacient gates 
i ow or tne now ox personnel and material. 

^(3) All gates to be equipped with adequate locking 
devices on a mastered system, : 

\ X } m ~ric oen * ■» 

° — - — u oe iUSLaiAeO; outside mp-'r’ 

gate in tae perimeter fence. 

(D),Security L/ighting: 

(1) 250 lYatt lamps ex^'-v ap „ 

axs-*y ov ieet aioag fence. lines 


to sufficient light to enable 

to read laemrcy documents. 

(3) Within tne buAding. 

(4) Lamps to be Protectpd iixr x 

^ oy Ctomes and wire mesh. 
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5o Visitor Control 


' (a) Into the security controlled area will be exercised 
by the Site Security Officer. Visitor badges will be used., 


^ (b) Jnto the "Open Area," Free access to all persons 
on legitimate business who require access to construction 
lacilities within this area, such as: 


( 1 ) Contractor’s offices 


^2) Sub-Contractor ’ s offices 


(3) GSA Offices 


(4) Site Security office 


(5) Main Guard office 


(6) Other 


States Geodetic Survey Personnel 


Depending on co'^R+'!*n^’f-in-n ^ ^ i 

, . f. ' , uction p^aiis ana scaedules one of 

SGS personnel wuta tne minimum of restraint. 


{s*/ onoixXQ, tin.G\2r GXcvA.f'iO'^ a. . 

oOwer oe conslruct'^'d 

tne ^temporary security fence will be tied on to 

o. tne tower providing uninterrupted access to their elevator. 


(b) Should the tower be constructed at a later date 
e temporary security fence v/ill be tied onto the south 

T ^ ® tnrough a wood covered v/alkwav wi^-h 

an aisle defined by chain link fencing to the south eleva^-~ 
and Stairwell within the building. (See Sketch) 


(c) Security of Separation: 

i ' . . i .'.■h. ' ' ■■■ 


. ' b'' J.": 

• 4*3 ..•f.V ■■ y 
.7 -.cfft-'- if I'ii 


„i* f Vgged to proclade stopping betwoen 
grtono ana sixtn uoor. iocks on elevator doo- 
aj.i; between floors* 

. . v-;' I • > y. • , ;/ s ’ ' 
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7 . Security Sta.ff 

iThe Security Staff will consist of selected Office of 
Security personnel on PCS, a uniformed guard force and 
dog handlers with their dogs. 

B. Specific 

Functions and duties of the Security .Staff and details of the 
program are; 


Enforce all security regulations, 
2, ^Maintain admittance controls. 


-^, 3. Security inspect materials delivered to the Site 
and conduct frequent security inspections of materials 
stored on the grounds. 

4. Study tne building plans to determine potentially 
vulnerable points and provide required protection. 

5. ^Make ^.....equen;, -.eciimcs-i inspections for detection of 

Gonceaied audio devices in such materials as, electric fix+p-v’e'- 
metal furnishings, etc. . which b- useh? - « " T ' 

resonators. 

6. Install and mainta.in cs>rrier current sweep recewe-* 

on power lines, : ; , " 

7. Make counter audio Ev/eeps of completed areas. 

8. Provide special protection for areas: designed to 
especially sensitive such as the VIp:. conference room. 

^ 9. Such otner matters as develop or become annav^r.-,-- 
during construction. 
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III* PERSONNEL BEQUISEMENTS, 

, ■ . , f — — — ' 

,i\. ■ 

A, Office o£ Security Assigned 




1. A Security Oificer will be responsibl^for the operation 
of the under the supervision of the C hi ef.pf^fehe^ Physical Security 
Pivisionp He \viil maintain lia.i son with the architects, Public Building 
Services, the contractor. Labor Union representatives and the Security 
Staff of NPIC. / 

; ' . ' ' ^ i 

/He Yill keep closely a,breast of, the progress of construction and 
provide such security as required. He will constantly review secu-ity 
measures and rules, assess their adequacy or effectiveness in re- 
lation to the progress of construction and make and recom,mend char-^es 
if and as^ required, 

2. A trained counter audio technician will be assigned to the Site 
Security Oificer on a full-time basis. He will be responsible fc^ 
carrying out counter audio activities. He will.also assist the Site 
Security Officer during rush periods. 


, typist Will be responsible for ba.dging and record 

eepmg cuties, m ihiS rege.ra Oiiice of Security personnel will 

assist during rush periods. 

1 ■ 


4, 'This Staff v/ill be able to perform the security functions during 
a normal work week. Eov/ever if it becomes apparent that at some 

point in construction it will be necessary to increase the security coverag- 
to a twenty-j.oar-hour, seven days per week operation, then additional 
coverage snould be provided by assigning additional personnel 
Office of S.ecurity on a TDY basis. All should be, backed up by thV * 

Nignt Security Office and a roster of senior Security personnel of the 

Physical , security Division on a standby basis. 

5, It. is unaerstood a T/O has been approved as follows: 

One (1) Security Officer - GS-14 

One (1) Technicia.n - GS-I3 

One (1) Clerk Typist - GS-05 
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B. Uniformed Guard 


1» Whether GSA furnisaes tae guard force or a private 
^ guard force is contracted for the protection of the facility during 
construction v^ill no doubt depend on the availability of GSA guards. 

Every effort should be made to obtain the GSA guard protection 
rather than a private guard force not only for the quality of the guards 
but also since GSA will be employed after construction, these GSA 
guards retained for operation will be completely familiar with the 
•facility and hence oe that much more effective. 

2. Guards will be used to control admittance through the gates, 
inspect and guard materials, and perform fixed and roving patrol 
duty. Since, there is a good possibility that construction may be carried 
on twenty-four hours a day, seven days a week, two separate guard 
requirements are set out. The first based on an eight-hour day, six 
days a week, the latter on tho twenty-four-hour, seven days a v/eek basis, 

.3. The.post designations and gua,rd requirements are: 


(a) Post #1 - One man 
week, located at Gate # i. 


Lgnt hours a. day, six days 


25X1 A6a 


(b) Post #2 - One man eight hours a day, she days 
week, located at Gate #i. Posts 1 and 2 will.be responsible 
for the control of ingress and, egress of personnel and material. 

(C/ Post #3 - One m£fn eight hours a day, six days a week, 
iocatea .at Gate #6 near the southeas t cor ner of the building 
.adjacent to the entrance to Building Responsible for the 

control of ingress and egress of personnel and material. Also 
monitor the unloading and ioe,ding of delivery trucks. Al,so 
available to h3,ndle emergency opening of Gate #5. 

(d) Post #4 - One man 24 hours a day, seven days per v/eek, 
located Gate HQ, m*ain perimeter gate. During construction 
hours responsible for invoice inspection, traffic and information 
control. Non-construction .aours patrol of open area facilities. 


(e) Post #5 - One man ei 


gnu aours a day, six days per week. 


Amoving. patrol within the building and controlled area." Bespon- 
sible. to see employees are properly badged and preclude breach 
of the peace. 
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(f) Post #6- - One man eight hours a day, six days 
a week - a relief post, 

(g) The total requirements to provide the above 
coverage will be 14 men including supervision, (See Sketch) 

4, The post designations and requirements on a twenty-four 
hour, seven days a week basis are: 


(a) Post numbers and locations are all the same 
however all posts are manned twenty-four hours a day, 
seven days a week. 

(b) The total man power requirements to provide 
such coverage will be 35 men including supervision, 

(c) Dog I^ndlers and Dogs: 

(1) To supplement the urdformed guards on the 
basis of an eight hour day six days a v/eek, the controlled 
security area will be patrolled by two canine patrols; 


Ma.n power requirements are four handlers, one 
supervisor and five dogs. 

M 

Kennels will be required for the dogs and should be 
located in an area on Site bast suited for that purpose. 


Should the conti 
seven days a week 
be no need for the 


ra.ctor v/ork twenty -four hours a day, 
or even six days a week, there wouj.d 
canine pa.trols. 






V'w ... 


t) 


H-T' 


I 






•O- 


V 



i-sc!n-©ffioer' .w- ' \ 

A ^nior Security Officer will beide^^-gfia^ed from the 
Physicai^Security Division to/servat^'s Diaiaon Officer 

He 


for the^Oive-going plan and a'lcp^tfor 


have a thorough knowledge,/df the details of both plans and 
act as coordi^tor. ^IpHeadquarter s support required 
by each and contact iDetween them will channel through the 
Liaison Officeiit ^Through close contact with the Chief of 
each grouji'he will keep abreast of the progress and problems 
of each. He will kee\ each advised of the progress of the othe: 
For security reasons dqntact between the two groups will be 
kept to a minimum. 
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IV. IMPLEMENTATION 


A, Opera-tion of this plaa will sta.rt a-fter demolition work 

on the building and with the beginning of the first hea-vy reconstruction 
sometime in January 1962 with the construction of the balance of the 
perimeter fenge and the erection of the temporary security fence. 

Upon the completion one gate in the perim,eter fence and one or more 
gates in the security controlled fence v/ill be opened and manned a- s re- 
quired. 

B. With the beginning of reconstruction which" includes the first 
heavy construction the entire plan should be ma-de operative. 
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